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	GB INGENEURE PRIVATE LIMITED    Plot No. 378-A, Sector 68, Industrial Model Township, FARIDABAD-121004 (INDIA) Phone: +91-129-4089800, Email: gbingeneure@gmail.com, http://www.gbingeneure.com
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We are a Faridabad based eminent manufacturer of Electrical Control Panels, Electrical Ovens, Agriculture Blades, Machining Parts, Assemblies, Axles, Shafts, Gears, all kinds of Mechanical Engineering  ferrous and non-ferrous Components & Assemblies and Sheet Metal Fabrication. GB INGENEURE PRIVATE LIMITED is an expert in designing and manufacturing an exclusive range of parts as per customers’ technical specifications and needs. Founded by a team of futurist and dynamic technocrats, GB INGENEURE PRIVATE LIMITED has established itself as a leading company engaged in the field of Electrical and  Mechanical Engineering, designing, and manufacturing of various range of special components as per customer’s requirement.

         We are supported by a team of experienced, skilled and trained engineers, customers care personnel, and marketing professionals who have acquired skills in their respective fields. Use of genuine raw materials, compact and robust designs, stringent quality measures have enabled us to carve a distinct place in the market. Since inception, our vast experience, customer centric attitude, quality products, and affordable price range have placed us at the pinnacle in this business domain. Apart from it, our service engineers offers unmatched after sales services at reasonable rates to all our clients.

State-of The-Art Infrastructure:
          The company has a full-fledged infrastructure which encompasses well-equipped designing & manufacturing unit, quality control unit, and packaging & delivery division. All modern designing software and manufacturing tools are available at our respective divisions which empower our manpower to offer best and contemporary range of special components, etc. In addition, all products which we manufacture are stringently tested by our competent quality supervisors who have expertise in this field. Our dedicated packaging and delivery professionals make sincere efforts while packing and dispatching these components to customer’ site ensuring complete clientele satisfaction.
	Components undertaken for machining operations CNC Lathe, Vertical Machining Center, Horizontal Machining Center, Traub Tool Room etc. machining of different variety of components.


	 

	Following machines are available on GB INGENEURE PRIVATE LIMITED shop floor at present.
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	1) Daewoo PROTURN 60 CNC Turning Center:

            CNC Lathe with following specifications :
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	Maximum Turning Dia. : 700 mm.
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	Maximum Distance Between Centers : 4000 mm.
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	Spindle RPM : 20- 3400, Power - 30 KW, Nose taper A2-8.
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	Hydraulic Chuck and Hydraulic Tailstock.
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	12 station Hydraulic turret with Three Live Tools.
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	CNC System : Fanuc OTC.

	2) ACE Super Jobber LM-500 CNC Turning Center :
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	Maximum Turning Dia. : 300 mm.
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	Maximum Distance Between Centers : 500 mm.
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	Spindle RPM : 20- 4200, Power – 11.5 KW, Nose taper A2-8. 

	[image: image13.png]



	Hydraulic Chuck and Hydraulic Tailstock.
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	12 station Hydraulic turret.
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	CNC System : Fanuc 0iTF.

	3) ACE Super Jobber 500-LM CNC Turning Center :
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	[image: image17.png]



	Maximum Turning Dia. : 300 mm.
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	Maximum Distance Between Centers : 500 mm.
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	Spindle RPM : 20- 4200, Power – 19.5 KW,  Nose taper A2-8. 
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	Hydraulic Chuck and Hydraulic Tailstock.
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	8 station Hydraulic turret.
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	CNC System : Fanuc 0 i TD


	4 ) 3kW CNC Fiber Laser Cutting Machine: 

     with following specifications:
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Maximum Cutting Length. : 3000 mm.
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Maximum Cutting Width : 1500 mm.
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Capacity: 3 KW, 
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Source System : IPG GERMAN.
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Maximum Cutting Thickness: 20 mm.
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Single Pallet.


	6) GINDUMAC-100 CNC Brake Press :
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Maximum Capacity:  100 ton

Maximum Length: 3000 mm

Maximum Thickness: 6 mm

7) FEMCO  CNC Turning Center :
   CNC Lathe with following specifications :
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	Maximum Turning Dia. : 350 mm.
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	Maximum Distance Between Centers : 530 mm.
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	Spindle RPM : 20- 2400, Power - 15 KW, Nose taper A2-8.
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	Hydraulic Chuck and Hydraulic Tailstock.
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	8 station Hydraulic turret with Three Live Tools.
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	CNC System : Fanuc OT.

	8 ) CINCINNATI  VMC :


	    VMC with following specifications :
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	Maximum Machining Length. : 650 mm.
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	Maximum Machining Width : 500 mm.
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	Maximum Machining Height: 550 mm
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	ATC: 21 Stations.
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	Spindle RPM : 10- 3500, Power - 22 KW,.
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	CNC System : Fanuc 0i MC.

	9 ) DMG (DMC-650V)  VMC :
    VMC with following specifications :
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Maximum Machining Length. : 650 mm.

[image: image47.png]



Maximum Machining Width : 500 mm.
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Maximum Machining Height: 550 mm
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ATC: 24 Stations.
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Spindle RPM : 10- 12000, Power - 22 KW,.
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CNC System : Fanuc 0i MF.

10) BFW  HMC (Palate Size 400*400) :
    HMC with following specifications :
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Maximum Machining Length. : 550 mm.
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Maximum Machining Width : 500 mm.
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Maximum Machining Height: 550 mm
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ATC: 48 Stations.

[image: image57.png]



Spindle RPM : 10- 8000, Power - 22 KW,.
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CNC System : Fanuc 0i MD.
11) Surface Grinder Ramanna : 

	    with following specifications :
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	Maximum width : 200 mm.
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	Maximum Length : 600 mm.
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	Spindle RPM : 5000, Power – 2 KW,  
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	Hydraulic operated,

	
	

	
	

	12 ) QYUIAN MNTR (TAIWAN) 1 No. 
                                                                      [image: image64.png]
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Maximum Width  : 300 mm.
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Maximum Distance Between Centers : 1200 mm.
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Spindle RPM : 1400, Power – 2.5 KW, 



	 

	13) TRAUB : 2Nos.

	    Following specifications :
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	Maximum Turning Dia. : 42 mm.
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	Maximum Length : 2700 mm.
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	Spindle RPM : 20- 1400, Power - 3 KW.
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	Manual Chuck.
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	System : Gear Head.

	14) TRAUB : 4 Nos.

	    With following specifications :
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	Maximum Turning Dia. : 25 mm.
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	Maximum Distance Between Centers : 2700 mm.
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	Spindle RPM : 20- 1400, Power - 3KW.
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	Manual Chuck.
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	System : Gear Head.

	15) Lathe/Turning Machine : (Four)

	    Lathe with following specifications :
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	Maximum Turning Dia. : 450-800 mm.
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	Maximum Distance Between Centers : 1500-3000 mm.
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	Spindle RPM : 20- 1400, Power - 3 KW.
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	Manual Chuck.
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	System : Gear Head.

	16) Radial Drill Machine :

	    With following specifications :
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	Maximum Drilling Dia. : 40 mm.

	[image: image86.png]



	Maximum Distance Between Centers : 450 mm.
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	Spindle RPM : 20- 1400, Power - 2 KW.
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	Manual Chuck.
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	System : Gear Head.

	

	

	 
	 

	
	

	
	

	
	

	
	

	
	

	
	

	17) Bandshaw:  (One) Cutting Dia Capacity: 250 mm.
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18) Power Presses 5 Ton to 200 Ton   (12 Nos.)

19) Drill Machine (Two)
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Fabrication Line with:

20) Gas Cutter  (Three)

21) MIG Welding Machine 600 Amp. (Two)

22) Hand Drill Machine (Four)

23) Hand Grinder (Five)

24) Bench Grinder (Two)

25) Buffing Machine (Two)

26) Overhead Crane 10 Ton (Two)

Sheet Metal Components Line with:

27) Overhead Crane 3 Ton (Two)
28) Turret Punching Amada 

29) CNC Bending Machine 

30) Mig Welding Line (Four)

31) Tig Welding Line (One)

32) Spot Welding Line (One)

33) Stud Welding Machine 

34) Gas Welding Line (One)

35) Grinding & Finishing Line (One)

36) D.G. Set 100 kVA Ashok Leyland (One)

LIST OF INSTRUMENTS

S.No.

Identification No.

Instrument Name

Range

Make

Least Count

1

PJ-H30

PROFILE PROJECTOR
300*200
MITUTOYO

±0.1%
2

MM-03

MICROMETER

25-50mm

MITUTOYO

0.01mm

3

MM-04

MICROMETER

25-50mm

MITUTOYO

0.01mm

4

MM-05

MICROMETER

50-75mm

MITUTOYO

0.01mm

5

MM-06

MICROMETER

75-100mm

MITUTOYO

0.01mm

6

MM-08

MICROMETER

50-150mm

MITUTOYO

0.01mm

7

MM-09

MICROMETER

100-200mm

MITUTOYO

0.01mm

8

MM-12

MICROMETER

300-400mm

TRUSIZE

0.01mm

9

MM-13

MICROMETER

400-500mm

TRUSIZE

0.01mm

10

MM-14

MICROMETER

150-300mm

ASIMETO

0.01mm

11

MM-15

MICROMETER

0-25mm

MITUTOYO

0.01mm

12

VC-01/05

VERNIER CALIPER

0-600mm

YAMAYO

0.02mm

13

DVC-02

DIGITAL VERNIER CALIPER 

0-200MM

MITUTOYO

0.01mm

14

DVC-03

DIGITAL CALIPER 

0-300mm

MITUTOYO

0.01mm

15

DVC-04

DIAL CALIPER

0-200mm

MITUTOYO

0.02mm

16

DVC-01

DIGITAL CALIPER 

0-200mm

MITUTOYO

0.01mm

17

DVC-05

DIGITAL VERNIER CALIPER

0-200MM

MITUTOYO

0.01mm

18

DVC-06

DIGITAL VERNIER CALIPER

0-300mm

MITUTOYO

0.01mm

19

HG-02

DIGITAL HT.GAUGE

0-300mm

MITUTOYO

0.01mm

20

BG-01

BORE GAUGE

18-35mm

MITUTOYO

0.01mm

21

BG-02

BORE GAUGE

35-60mm

MITUTOYO

0.01mm

22

BG-03

BORE GAUGE

150-200mm

TRUSIZE

0.01mm

23

BG-04

BORE GAUGE

50x160mm

TRUSIZE

0.01mm

24

BG-05

BORE GAUGE

250x450mm

TRUSIZE

0.01mm

25

DG-01

PLUNGER TYPE DIAL GAUGE

0-10mm

AEROSPACE

0.01mm

26

DG-03

PLUNGER TYPE DIAL GAUGE

0-10mm

MITUTOYO

0.001mm

27

DG-04

PLUNGER TYPE DIAL GAUGE

0-3mm

MITUTOYO

0.01mm

28

DG-05

PLUNGER TYPE DIAL GAUGE

0-3mm

MITUTOYO

0.01mm

29

GNG-960

LEVER TYPE DIAL GAUGE

0-0.8mm

MITUTOYO

0.01mm

30

SP-01

GRANITE SURFACE PLATE

650 x 650MM

LUTHRA

 

31

SP-02

GRANITE SURFACE PLATE

1000*1000 mm
LUTHRA

 

32

MUB-01

MAGNETIC V BLOCK

100 x 70 x 95MM

MITUTOYO

 

33

RHT-01

ROCK WELL HARDNESS TESTER (FINE )

 

META TEST

 

34

TRG-01

THREAD RING GAUGE

M12- 6H

BAKER

 

35

TRG-02

THREAD RING GAUGE

M8- 6G

BAKER

 

36

TRG-01

THREAD PLUG GAUGE 

M12- 6H

BAKER

 

37

TRG-02

THREAD PLUG GAUGE 

M10- 6H

BAKER

 

38

TRG-03

THREAD PLUG GAUGE 

M8- 6G

BAKER

 

39

TRG-04

THREAD PLUG GAUGE 

M6x -6H

BAKER

 

LIST OF GAUGES

S.NO

PART No.
PART NAME

GAUGES

SIZE

1

4108353

PULLEY

ANGLE

38 DEGREE

2

4108292

PULLEY

ANGLE

34 DEGREE

3

4108358

HOUSING OF SHAFT

SNAP

90H7

4

4108358

HOUSING OF SHAFT

PLUG

70 (+0.048)

5

4108358

HOUSING OF SHAFT

PLUG

68 ( + 0.046 )

6

4108358

HOUSING OF SHAFT

PLUG

138 ( + 0.054 / + 0.014 )

7

4100323

SHAFT

SNAP

40 ( - 0.009 / - 0.025 )

8

4100323

SHAFT

SNAP

40 ( - 0.0.39 )

9

4100323

SHAFT

SNAP

50 ( +0.002 / + 0.018 )

10

4108354

BAERING HOUSING

PLUG

90 K6 ( + 0.004/ - 0.018 )

11

4106523

SLIDE PLATE

PLUG

22 ( - 0.015 )

12

4100399

M12 SCREW

THREADING

M 12

13

4100180

STUD

THREADING

M8/M12

14

4100189

STUD

THREADING

M8

15

4126833

HOUSING OF SHAFT

PLUG GAUGE 

140H7 ( +0.04MM)

16

4126935

V-BELT PULLEY SPA dw=224

PLUG GAUGE 

42H7 BORE (+ 0.025)

GAUGE FOR KEY WAY

12 JS9 (+_ 0.025MM)

17

4127227

PRESSURE PLATE

PLUG GAUGE 

16 H7 (+ 0.018MM )

PLUG GAUGE 

15 H7 +0.018 MM

18

4127231

GATE VALVE PLATE

PLUG GAUGE 

32 M 7 ( -0.025MM)

19

4126928

SHAFT

SNAP GAUGES

50 k6 (- 0.018, +0.002MM)

SNAP GAUGES

42 j6 (+ 0.011, -0.005MM)

SNAP GAUGES

50 g6 (- 0.009, -0.025MM)

OUR CUSTOMERS 
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Organization Details:

GB INGENEURE PRIVATE LIMITED

1.   Constitution - 
A private Limited Company
2.    Employees:
49
3.   Bankers:

HDFC BANK, 




Branch: Sector 16, Faridabad   





A/c No. 50200024864060





IFSC: HDFC0002685
4. Our GSTN.:  
06AABCF3778L1ZA

5. PAN :
AABCF3778L

     

OUR PRODUCTS:
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End Mill Re-sharpening Machine                                           Drill Re-sharpening Machine
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Drill Re-sharpening Machine (Economy Model)                       

UHP Gases Gaskets Nickel/SS 316 in Collaboration with Semi  Conductor Laboratory (ISRO)
  SEMI CONDUCTOR LABORATORY (ISRO)                       
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UHP Gases Valves in Collaboration with Semi  Conductor Laboratory (ISRO)
UHP Gases Connectors in Collaboration with Semi      Conductor Laboratory (ISRO)
Wagon Loader Wheel
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Dia: 460 mm,

Material: G20Mn5
Machining-Fabrication-Plating Components:
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Clamping Device for Conveyor

Drawing was provided by Buyer
Impeller Housing Assembly
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Impeller Housing Assembly for Cement Packer

Material: C.I. Casting GG25
Drawing was provided by Buyer
Impeller Blade:
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Fabrication-Machining
Material: Mild Steel
Drawing was provided by Buyer
Machining Fillpack Nozzle:
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Machining Nozzle,

Material: En-31,

Hardness: 60-62.

Drawing was provided by Buyer
Slide Plate:
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Slide Plate,

Material: En-31,

Hardness: 60-62.

Drawing was provided by Buyer
Heavy Alloy Steel Casting:
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Heavy Alloy Steel Casting Component.
Drawing was provided by Buyer
Other Machining Components:
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Drawing was provided by Buyer
DPC Roller
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With the help of our expert workforce, we are designing and developing a wide range of DPC (Deep pan roller) roller. These are manufactured using superior grade raw material to ensure efficient performance at client's end. Further, our range is widely used in diverse industries for material handling purposes.

Functioning: DPC Roller is used to carry hot metal which belt conveyer can't carry. The temperature of material is around 600 degree Celsius.

Usage: Clinker in Cement Plant.

Drawing was provided by Buyer
Shaft Forging
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Shaft dia 340mm, 

Length 3600mm, 

Material 42CrMo4,
Machining in house on Hankuk Proturn 60 CNC Turning Center,
Turning length 4000mm,
Turning dia 700mm.

Drawing was provided by Buyer
Belt Conveyor
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We offer belt conveyor, which consists of two or more pulleys with a continuous loop of material. One or both of the pulleys are powered, which helps in moving our belt and the material on the belt forward. The powered pulley is called the drive pulley while the other pulley, which is not powdered is called the idler.

Applications: 

· General material handling like moving boxes along inside a factory

· Bulk material handling: To transport industrial and agricultural materials like grain, coal, ores etc. in outdoor locations, Grocery stores

Drawing was provided by Buyer
Boot Pulley
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With the support of our expert workforce, we are designing and developing a wide range of boot pulley. These are used for material handling work in various industries. The Tail Pulley made with two inverted comes & rod cage. Thus spillage material never gets stuck between the belt and tail pulley.

Features:
· Corrosion resistant

· Consume less energy

· Require low maintenance


Technical Specifications:
· Minimum : 600 mm dia

· Maximum: 1100 mm dia


Usage: Belt Conveyer.

Drawing was provided by Buyer
DPC Pan
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We offer a wide range of DPC pan (Deep Pan Conveyer), which are made from superior grade raw material to provide durable performance at client's end. These are available in different specifications and dimensions, which can also be customized as per the application requirements of our customers.

Functioning: DPC Pan is machine part which is moved by DPC roller.

Drawing was provided by Buyer
Diverter Gate
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Two way diverter gate and three way diverter gate are manufactured in mild steel stainless steel of 304, 309, 310, 316 construction. Either manually operated or motorized operated diverter gate are available as per requirement of customer.

Usage: In cement industry

Functioning:
· Diverter Gate is used to divert the material

· It prevent time wastage as if one portion of valve is closed the other works

Drawing was provided by Buyer
Flow Control Gate
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Flow Control Gate is used to powder the material and make granular form of material. Our extensive domain expertise assist us in manufacturing a wide range of flow control gate (regulating type). Available in different specifications, our range can also be customized as per the application requirement of our clients. Further, our range is made from superior grade raw material to provide optimum performance to the end users.

Usage: 
· Cylo Equipment

· Cement Industry

· Coal Industry

· Fertilizer industry


Technical Specifications: 200 to 500 mm diameter.

Drawing was provided by Buyer
Head Pulley
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With the support of our expert workforce, we are designing and developing a wide range of head pulley. These are used for material handling work in various industries we offer crowned head pulley with special rubber lagging which works at 120 degree continous operating temperature.

Technical Specifications:
· Minimum : 600 mm dia

· Maximum: 1100 mm dia


Usage: Belt Conveyer.

Drawing was provided by Buyer
Pneumatic Flow Control Gate
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Our range of pneumatic flow control gate (on/off type) are available in different sizes. These are designed for powdery material and can be operated both pneumatically as well as electrically.

Advantage:
· Smaller dust collector

· Maintain constant pressure drop across filter media

· Lower power consumption

Drawing was provided by Buyer
Rim Segment
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With the help of our well equipped manufacturing unit, we are designing and developing a wide range of rim segment. These are available in different sizes and can also be customized to meet the exact application requirements of our clients. Moreover, our range is offered at competitive prices to our clients.

Usage: Chain Bucket Elevator.

Technical Specification: 
· Minimum: 20 inch

· Maximum: 40 inch

Drawing was provided by Buyer
Screw Conveyor
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These are most commonly used equipment for transporting/feeding fine material. We can supply screw conveyor of size ranging from 150 to 850 mm diameter screw flights with suitable length. We also supply inclined screw Conveyor.

We have developed special design of screw conveyor/feeder without hanger bearing for length of about 15 meters maximum, depending on the size of screw. We regularly supply such Screw conveyors without hanger bearings to several customers.

Types of Screw Conveyors / Feeders:
· Single inlet /single outlet

· Multi inlet / single outlet

· Multi inlet / central discharge

· Open trough / tubular

· Twin Screw Feeders

· Multiple Screw Feeders

· Screw Sampler (for taking samples of various materials from chutes / conveying line)


Technical Specifications: 50 to 850 mm diameter.

Drawing was provided by Buyer
Winch Drum
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We offer winch drum, which are designed to handle any kind of loads and available in different capacities. These consist of drive system, prime mover, gearing system and drum. Further, our range is designed
for lifting, pulling, hoisting movements.

Application:
· Designed to pull or lift loads during installation of heavy machineries or
structures

· Used in Belt bucket elevator


Technical Specification: 600 mm to 1100 mm diameter.
Drawing was provided by Buyer
OUR CERTIFICATES
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CERTIFICATE OF COMPLIANCE

PROGRESSIVE

The Governing Board of
Progressive International Certifications Limited hereby grant to:

GB INGENEURE PVT. LTD.

ADDRESS:
PLOT NO.378-A, SECTOR- 68, IMT FARIDABAD- 121004, HARYANA, INDIA.

Is in compliance with
EU/ 2023/1230 2006/42/EC

For the following product

TURRET TYPE HORIZONTAL CNC MACHINING CENTER, VERTICAL
MACHINING CENTER, DRILL RESHARPENING MACHINE, END MILL
RESHARPENING MACHINE AND VARIOUS FERROUS NON FERROUS
FORGING, CASTING, SHEET METAL PARTS AND ASSEMBLIES.

In accordance with
TCF No. CE/01

The present certificate exclusively refers to the product above identified, in accordance to TCF submitted in PICL. Any

egistration 2
Certificate Issue Date : 15.07.2023
1st Surveillance: 07.2024

2nd Surveillance: 07.2025
Certificate Expire Date: 14.07.2026

Dl

Head of Certificate

This Certificate of Registration is granted subject to the Regulations approved by the Board.

PROGRESSIVE INTERNATIONAL CERTIFICATIONS LTD.
Office 4, 219, Kensington High Street, Kensington, London, W8 6BD, England.

E-mail.: info@picluk.com, Website: www.picluk.com

For current validity of this certificate. Please visit our website

USE OF ACCREDITATION MARK INDICATES ACCREDITATION IN RESPECT OF THE ACTIVITIES COVERED BY
ACCREDITATION INSTITUTE ASSESMENT BODY (EUROPE) CERTIFICATION NUMBER 004

S o
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This is to certify that
The Information Security Management System of

GB INGENEURE PVT. LTD.

Plot No0.378-A, Sector- 68, IMT Faridabad- 121004 Haryan, India.

has been assessed and found to conform to the
Information Security Management System

ISO/IEC 27001:2022

for the following scope :

Providing Information Security Management in Manufacturing of Turret Type
Horizontal CNC Machining Center, Vertical Machining Center, Drill Resharpening
Machine, End Mill Resharpening Machine and Various Ferrous Non Ferrous

Forging, Casting, Sheet Metal Parts and Assemblies.
(Statement of Applicability Version No. 1.2, Dated 01 March 2023)

CERTIFICATENO. : GBI23J3IS65IN

IssUED DATE : 20/10/2023 1ST SURVEILLANCE DUE 1 1970972024
EXPIRY DATE : 19/10/2026 2ND SURVEILLANCEDUE : 1970972025
Ay

UNITED
Acgnsnmmou

Managing Director
O ‘OUNDATION

CB-MS-4018
Accredited By United Accreditation Foundation (UAF)
400 North Center DR, STE 202 Norfolk, VA 23502,
For BMG Conformity Assessment Services Pvt. Ltd. United States of America (USA)

2nd Floor, Sector-10, Noida-201301, G.B. Nagar, (U.P)

n compliance of certiication procede.
ed at https://uafaccreditation.org or www bmgeeriification.com
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This is to Certify that
Quality Management System of

GB INGENEURE PVT. LTD.

PLOT NO.378-A, SECTOR- 68, IMT FARIDABAD- 121004,
HARYANA, INDIA.

has been assessed and found to conform to the requirements of

ISO 9001:2015

for the following scope :

MANUFACTURER OF TURRET TYPE HORIZONTAL CNC MACHINING CENTER, VERTICAL MACHINING CENTER,
DRILL RESHARPENING MACHINE, END MILL RESHARPENING MACHINE AND VARIOUS FERROUS NON
FERROUS FORGING, CASTING, SHEET METAL PARTS AND ASSEMBLIES.

Certificate No 1 23EQNTO1
Initial Registration Date : 31/07/2023 Issuance Date  :31/07/2023
Date of Expiry :30/07/2026
1st Surve. Due : 30/06/2024

2nd Surve. Due : 30/06/2025

Accredited
QMS Certification
CAB # 011805

Magnitude Management Services Pvt. Ltd.
Tlnrd Flonr, A-60, Sector-2, Noida, Gautam Budh Nagar, U.P-201301, India
ertification.com, website: www.mmscertification.com

case surveiflance audit is not aflowed to be conducted this

the validity of certificate at fity: /o mmscertifica

 Certificate s the property of Magnitude Management Services Pyt, Lid_and shiall b
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This is to Certify that
Environmental Managcmcnt S_x]stcm gf

GB INGENEURE PVT. LTD.

PLOTNO.378-A, SECTOR-68, IMT FARIDABAD- 121004, HARYANA, INDIA.

has been assessed and found to conform to the requirements of

ISO 14001:2015

for the following scope :

MANUFACTURER OF TURRET TYPE HORIZONTAL CNC MACHINING CENTER, VERTICAL
MACHINING CENTER, DRILL RESHARPENING MACHINE, END MILL RESHARPENING
MACHINE AND VARIOUS FERROUS NON FERROUS FORGING, CASTING, SHEET METAL
PARTS AND ASSEMBLIES.

Certificate No : 23EENS02
Initial Registration Date : 31/07/2023 Issuance Date  :31/07/2023
Date of Expiry :30/07/2026
1st Surve. Due : 30/06/2024

2nd Surve. Due : 30/06/2025

Accredited
EMS Certification
CAB # 011805

Magnitude Management Services Pvt. Ltd.
Third Floor, A-60, Sector-2, Noida, Gautam Budh Nagar, U.P-201301, India

e-mail: info@n n.com, website: www.mmscertification.com
] case surveiflance audit is not aflowed to be condicted, this

the validity of certificate at fity: /o mmscertifica

 Certificate s the property of Magnitude Management Services Pyt, Lid_and shiall b
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This is to Certify that
Occupational Health © Safety Management System of

GB INGENEURE PVT. LTD.

PLOT NO.378-A, SECTOR-68, IMT FARIDABAD- 121004, HARYANA, INDIA.

has been assessed and found to conform to the requirements of

ISO 45001:2018

for the following scope :

MANUFACTURER OF TURRET TYPE HORIZONTAL CNC MACHINING CENTER, VERTICAL MACHINING CENTER,
DRILL RESHARPENING MACHINE, END MILL RESHARPENING MACHINE AND VARIOUS FERROUS NON
FERROUS FORGING, CASTING, SHEET METAL PARTS AND ASSEMBLIES.

Certificate No : 23EONBO1
Initial Registration Date : 31/07/2023 Issuance Date  :31/07/2023
Date of Expiry :30/07/2026
1st Surve. Due : 30/06/2024

2nd Surve. Due : 30/06/2025

EGAC
Accredited

OHA&S Certification
CAB # 011805

Magnitude Management Services Pvt. Ltd.

Third Flanr, A-60, Sector-2, Noida, Gautam Budh Nagar, U.P-201301, India
ertification.com, website: www.mmscertification.com
case surveiflance audit is not allowed to be conducted, this

the validity of certificate at fity: /o mmscertifica

 Certificate is the property of Magnitude Management Services Pt Lid_and shiall b
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THE NATIONAL SMALL INDUSTRIES CORPORATION LIMITED

(A Government of India Enterprise) S.No. FAR-0001130

Branch Office : Plot No.107, 1st Floor, Nissan Hut, NH-5, Railway Road, FariSabatb120B 6 2 3 4

Ph : 01292985910 Fax : 01292985911
Email : birender@nsic.co.in Website : www.nsic.co.in

GOVERNMENT PURCHASE ENLISTMENT CERTIFICATE

(Valid From 29/09/2023 to 28/09/2025)

Ref.No NSIC/GP/FAR/2023/100830 Date: 10/10/2023
Factory Address:

M/s. GB INGENEURE PRIVATE LIMITED 1.PLOT No.378-A, SECTOR-68, IMT

PLOT No.378-A, SECTOR-68, IMT FARIDABAD, HARYANA -121004

FARIDABAD,

HARYANA- 121004

Name of the Directors
1.SHRI SURESH KUMAR BHATI|

2.SMT. REKHA BHATI
Constitution: Private Udyam Registration Enterprise Social Class: Special Category:

Limited Number UDYAM-HR-03- GENERAL GENERAL
0001482
GOVERNMENT PURCHASE REGISTRATION NO: NSIC/GP/FAR/2023/0052581

Monetary Limit: ¥ 177 lakhs ( ¥ One Hundred Seventy Seven Lakh Only)
TURNOVER (Rupees in Lakhs)

Financial Year Annual
Turnover
2019-20 138.96
2020-21 79.1
2021-22 353.72
Monetary Limit [177

MSEs registered with NSIC are exempted from deposit of Earnest Money irrespective of value of Monetary

Limit.
Your name has been registered as a MSE Unit eligible for participation in the Central Government Store

Purchase Programme as per the Single Point Registration Scheme for the following

Itin(s)/smre(s)/Serwce(s).
| Name of the Store(s)/ Spegcification(s) Qualitative Capacity Quantitative Capacity

‘Service(s) PM.

"As per List Attached” (7 item only )

Disclaimer:-1,The purchasing agencies are advised to satisfy themselves with the store details in the
certificate while doing the Technical Evaluation stage before placing the tender/order on the units, certified

by NSIC.
2. This certificate will be valid subject to compliance of definition (Composite criteria of investment and

turnover for classification of Micro, Small Enterprises as per MSMED Act). W

) 315G AR /AHMAD NASEER

afem e gaes [Sr, Branch M.
Mis. GB INGENEURE PRIVATE LIMITED TR as Sy Ranch Matagec

"Authenticity of the certificate can be checked through the web portal: www.nsicspronline.com”

%ﬁgfg

CIN : U74140DL1955G 01002481 Conditions overleaf.

—=m|
[
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The Trade Marks Act, 1999

Application For Registration Of a Trademark

On application to register a trade mark for a specification of goods or services includedin

Temp. Ref. No: 8927928

one class [section 18(1)]

NATURE OF APPLICATION:

ATRADE MARKS APPLICATION

APPLICATIONFILEDAS:
Small Enterprise

FEE: 4500

APPLICANT

Applicant No. 1

Name GB INGENEURE PRIVATE LIMITED

. PLOTNO.378-A, SECTOR- 68, IMT FARIDABAD- 121004 HARYANA, INDIA

Country India

Jurisdiction DELHI

Address for Service

278, Rajdhani Enclave, Britania Rani Bagh Road, New Delhi-110034

Mobile No.

Email Address

care@fileforindia.com

Nature of Applicant

Body Incorporate

Legal Status

Private Limited Company

APPLICANT'S AGENT (If Any):

Name

AARTI MANCHANDA

278, Rajdhani Enclave, Britania Rani Bagh Road, New Delhi-110034

Address
Nature of Agent Advocate
Registration No. 26459
MARK DETAILS
Category of Mark DEVICE
Trade Mark GBOne
Image Description Unique logo for GBOne
Trademark Image:
GBOne.in
Ingeneure

IF MARK IN A LANGUAGE OTHER THAN HINDI OR ENGLISH

Language

| English

CONDITIONS OR LIMITATIONS TO USE THE TRADEMARK, IF ANY

CLASS OF GOODS OR SERVICE

Description: Assembly machines; Automated assembly machines; Machines for the
assembly of semiconductor components; Machines for use in assembly; Machines, machine
tools, power-operated tools; Motors and engines, except for land vehicles; Machine

Class: 7 coupling and transmission components, except for land vehicles; Agricultural implements,
other than hand-operated hand tools; Incubators for eggs; Automaticvending machine

STATEMENT AS TO USE OF

MARE Proposed to be used

ANY OTHER IMPORTANT INFORMATION OR STATEMENT

[VERIFICATION

1 hereby verify that above mentioned facts are irue o best of myknowledge and belief.
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GB INGENEURE PRIVATE LIMITED        


378-A, SECTOR 68, IMT FARIDABAD,


HARYANA (INDIA)PIN-121004


Email: � HYPERLINK "mailto:gbingeneure@gmail.com" �gbingeneure@gmail.com�


Ph. No. 0129-2988900


� HYPERLINK "http://www.gbingeneure.com" �www.gbingeneure.com�


www.gbone.in















CIN: U31908HR2009PTC039234

